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DR DR Flex DR Robot DR Robot 
Automatic 

  

DR Robot 
Variomatic  

Standard      

Cast iron foot on wheels ● ● ● ● ● 

Automatic motor switch for energy efficiency ● ● ● ● ● 

Fixed dividing disc ● - - - - 

Interchangeable dividing disc - ● ● ● ● 

Stainless steel dividing knife ● ● ● ● ● 

Anodized aluminum dividing disc ● ● ● ● ● 

Teflon coated press-ring ● ● ● ● ● 

Powered dividing - - ● ● ● 

Automated rounding ● ● ● ● ● 

Programmable pressing and rounding time - - - ● ● 

Automatic cycle dividing / rounding - - - ● ● 

Manual weight setting by volume bar ● ● ● ● - 

Programmable weight setting - - - - ● 

Variable rounding stroke - - - - ● 

Adjustable rounding speed - - - - ● 

Variable hydraulic pressure regulation - - - - ● 
      

Options      

Variable hydraulic pressure regulation - - ● ● s 

Increased (fixed) rounding speed of 25% ● ● ● ● s 

Marine execution with floor connection ● ● ● ● ● 

Dampers (instead of cast iron foot) ● ● ● ● ● 

Prison package (full description on request) ● ● - - - 
Transformer for 4 wire connections without N at 
400 V 

● ● ● ● - 

UL safety and hygiene approvals ● ● ● ● ● 

Cooling ventilator in base frame ● ● ● ● ● 

Temperature controlled cooling ventilator ● ● ● ● ● 
      

Accessories      

Recommended spare parts for 3 years operation ● ● ● ● ● 

Interchangeable dividing disc - ● ● ● ● 

Set of 3 rounding plates ● ● ● ● ● 

Pressure gauge for hydraulic system - - ● ● ● 
      

Power, dimensions & weights      

Power (kW) 0.6 0.6 1.3 1.3 1.3 

Dimensions WxDxH (in) 
24 x 26 x 

57 
24 x 26 x 

57 
24 x 26 x 

67 
24 x 26 x 

67 
24 x 26 x 

63 
Weight (lbs) 717 717 761 761 761 
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